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General information 

Product: Erlenmeyer Flask, Narrow Neck, LINEX® 

Manufacturer: Vilabo, Vidros de Laboratório, Lda. 

Brand: LINEX©  

Additional information: the article is in borosilicate 3.3 glass, according with ISO 3585 

standard. 

The article follows ISO 1773 standard. 

 

 

Article drawing: 

 

 

Glass composition: 

 Silicon dioxide (SIO2) – 81% - Hydrolytic resistance of 98ºC – ISO 719; 

 Boron oxide (B2O3) – 13% - Resistance of 121 ºC – ISO 720; 

 Sodium oxide/ potassium (Na2O/k2O) – 4% - Acid resistance – DIN 12116; 

 Aluminum oxide (AI2O3) – 2% - Alkali resistance– ISO 695. 

 

Chemical properties 

 Hydrolytic resistance of 98ºC; 

 Resistance of 121 ºC; 

 Acid resistance; 

 Alkali resistance; 

 Linear expansion coefficient. 

 

 

 

 

 

http://www.vilabo.com/
https://www.iso.org/standard/24774.html
https://www.iso.org/standard/25437.html
https://www.iso.org/standard/4948.html
https://www.iso.org/standard/4950.html
https://global.ihs.com/doc_detail.cfm?document_name=DIN%2012116&item_s_key=00027584
https://www.iso.org/standard/4895.html
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Reference Capacity (ml) Ø External (mm) Ø Internal (mm) Height (mm) Units per Box 

12 06 113 25 42 22 75 10 

12 06 300 50 51 22 90 10 

12 06 301 100 64 22 105 10 

12 06 118 200 79 34 135 10 

12 06 302 250 85 34 145 10 

12 06 308 300 87 34 160 10 

12 06 303 500 105 34 180 8 

12 06 304 1000 131 42 220 8 

12 06 305 2000 166 50 280 8 

12 06 306 3000 187 50 310 1 

12 06 307 5000 220 50 365 1 
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