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General information
Product: Flat Bottom Flask, Wide Neck, LINEX®
Manufacturer: Vilabo, Vidros de Laboratério, Lda.

Brand: LINEX®

Technical Sheet

Additional information: the article is in borosilicate 3.3 glass, according with ISO 3585

standard.

The article follows 1SO 24450 standard.

Article drawing:

Glass composition:

o Silicon dioxide (S102) — 81% - Hydrolytic resistance of 98°C — 1SO 719;
e Boron oxide (B203) — 13% - Resistance of 121 °C — ISO 720;

e Sodium oxide/ potassium (Na20/k20) — 4% - Acid resistance — DIN 12116;

e Aluminum oxide (AI203) — 2% - Alkali resistance— 1SO 695.
Chemical properties

e Hydrolytic resistance of 98°C;
e Resistance of 121 °C;

e Acid resistance;

o Alkali resistance;

e Linear expansion coefficient.

Email: export@vilabo.com

Website: www.vilabo.com

Telephone: +(351) 244 575 630

Adress: Av. Dr. José Henriques Vareda n°60, Marinha Grande, Portugal
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http://www.vilabo.com/
https://www.iso.org/standard/24774.html
https://www.iso.org/standard/37214.html
https://www.iso.org/standard/4948.html
https://www.iso.org/standard/4950.html
https://global.ihs.com/doc_detail.cfm?document_name=DIN%2012116&item_s_key=00027584
https://www.iso.org/standard/4895.html
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Technical information

Informagdes técnicas

LNEX

Technical Sheet

Reference Capacity (ml) @ External @ Internal Height (mm) Unit per Box
12 07 400 250 85 50 140 10
12 07 401 500 105 50 170 8
12 07 402 1000 131 50 200 1
12 07 403 2000 166 76 250 1
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